
GM-309 Floor Scale

www.itsscale.com

https://www.canva.com/design/DAG0gngoNls/oJEhpEesNCvYpLC-hiECaQ/edit?utm_content=DAG0gngoNls&utm_campaign=designshare&utm_medium=link2&utm_source=sharebutton


GM-309 Floor Scale

www.itsscale.com

GM-309 Floor Scale
Gyumo GM - 309 Series provides you profitability improvement accuracy and
eficiency in various weight - measuring process such as Food, Logistic, Mining,
Waste, Metals, and Engineering Industries.
Gyumo GM - 309 Floor Scale adopts high anti-jamming single-chip
microprocessor and high precision Σ - Δ A/D conversion technology, wildly
applied in platform scale, platform balance and other weighing applications. 

Build in rechargeable battery
Accumulation function
Built in RS - 232
Autopower saving mode and auto off
function
Selectable weighing capacity and
precision
High/Ok/Low Limit function
High bright light LED display
Accurate and super stable
Easy to calibrate

Features:

SPECIFICATION

Accuracy Class III, n = 3000

A/D conversion parameter Adopt ∑ - Δ Technology, 10 Times/Second

Input sensitivity ≥ 1.5uV/e

Excitation DC 5V

Input signal -16mV ~ 18mV

Load cell connection mode 6 Wire connection (Long wire auto compensation)

Division 1/2/5/10/20/50 Optional

Power supply AC 85 ~ 245V, 50 Hz~60 Hz; Built in battery DC 6V/4AH

Working temperature  0 ~ 35℃; Working Humidity ≤ 90%RH

Working temperature -10℃ ~ 40℃;  Humidity 10% ~ 85%, No condensation

Storing temperature -30℃ ~ 60℃;  Humidity 10% ~ 70%, No condensation
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GM-309 Floor Scale

Single Frame Platform Double Frame Platform

SPECIFICATION

Platform Size Capacity Readability

1000 x 1000 mm 500 kg 0.2 kg

1000 x 1000 mm 1000 kg 0.5 kg 

1200 x 1200 mm 500 kg 0.2 kg

1200 x 1200 mm 1000 kg 0.5 kg

1200 x 1200 mm 2000 kg 1 kg

1200 x 1500 mm 2000 kg 1 kg

1200 x 1500 mm 3000 kg 1 kg

1500 x 1500 mm 1000 kg 0.5 kg

1500 x 1500 mm 2000 kg 1 kg

1500 x 1500 mm 3000 kg 1 kg

1500 x 1500 mm 5000 kg 2 kg 

1500 x 2000 mm 1000 kg 0.5 kg

1500 x 2000 mm 2000 kg 1 kg

1500 x 2000 mm 3000 kg 1 kg 

1500 x 2000 mm 5000 kg 2 kg

2000 x 2000 mm 1000 kg 0.5 kg

2000 x 2000 mm 2000 kg 1 kg

2000 x 2000 mm 3000 kg 1 kg

2000 x 2000 mm 5000 kg 2 kg

2000 x 3000 mm 2000 kg 1 kg

2000 x 3000 mm 3000 kg 1kg

2000 x 3000 mm 5000 kg 2 kg
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